ANSER Al

HIGH RESOLUTION THERMAL INKIET

REDEFINE THE STANDARD FOR COST-EFFECTIVE CODING

The ANSER Al is an eco-friendly, all-in-one industrial printer offering a cost-effective
solution for various industries, featuring a 2-inch print height, zero-maintenance setup,
and software for optimal print cost efficiency, while promoting environmental

sustainability.

UNMATCHED PERFORMANCE

Eco-Friendly Direct Coding

Minimize the use of labels and
actively reduce waste from
preprinted boxes to enhance
environmental sustainability.
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Smart Setup Assistant

Straightforward 3-step setup
instructions enable quick and
easy printer activation, getting it
operational in under 3 minutes.
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Easy Setup & Maintenance

Easy printer setup with no
ongoing maintenance
requirements, effectively cutting
down on unnecessary costs.

Anser QuickSwitch

Streamline your production
switch with Anser QuickSwitch,
significantly cutting downtime
costs with just one swipe.

Low Cost of Ownership

Advanced software features
ensure the lowest cost-per-print,
making the Anser Al a genuinely
cost-effective coding solution.
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Multi-DPI Setting

Lower your cost-per-print for
specific objects while preserving
barcode clarity to guarantee
dependable code readability.
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SPECIFICATIONS

Al Inkjet Printer

Printing Technology High Resolution Thermal Inkjet

Cartridge Support HP & IUT

Displa 5" Color LCD Capacitive Touchscreen 480x800 (portrait)

i
play (Compatible with most of the medical and industrial gloves.)

0.5"
Single Printhead: 12.7mm (0.5 inch)

i e Stitch Printheads: 12.7mm x 2 @ 24.75mm (0.98 inch)

1.0"
Single Printhead: 25.4mm (1.0 inch)
Stitch Printheads: 25.4mm x 2 @ 48.7mm (1.92 inch)

Maximum Printing Resolution 600 DPI
Maximum Printing Speed 60.96 @ 300 DPI & 121 m/min @ 150 DPI
Maximum Print Distance 6mm

Printing Functions 1. Static Data: Text, Shape, and Image
9 2. Dynamic Data: Variables, Shift, Counter, Date/Time, and Barcodes
True Type Fonts: Amiri-Regular, Arimo-Regular, DejaVuSans, NotoSans-Regular, OCR-B, Open
Sans-Regular, and Sarabun-Regular
Font Type .
Open Type Fonts: NotoSansCIKtc-Medium, NotoSanskKR-Regular, NotoSansJP-Regular, and No

toSansTC-Regular

Arabic, Bulgarian, Serbian, Czech, German, English, Spanish, French, Korean, Italian, Hungarian,
System Language Dutch, Japanese, Polish, Portuguese, Russian, Romanian, Slovak, Swedish, Thai, Vietnamese, Turkish,
Chinese Traditional, and Chinese Simplified

EAN-8, EAN-13, EAN-14, EAN128, UPCA, UPCE, CODE39, CODE128, ITF14 (SCC-14), NVEI8 (SSCC-

18), INTER25, CODABAR, PDF417, DATAMATRIX, QR code, GS1 (DataMatrix, DataBar, DataBar EXP,
DataBar-Limited, DataBar-Limited Composite, DataBar-Stacked, DataBar-Stacked Composite, QR
code), DUN14, and Aztec Code

1D and 2D Barcodes

1. RJ-45 port x 1
2. Encoder port x 1
3. RS-232/485 port x 1

o Pty 4, Photocell sensor port x 1
5.1/0 port x 1
6. USB 2.0 port x1
Communication Protocols Modbus TCP IP / UDP, Modbus RTU 485
Dimensions 169.8mm (L) x 136mm (H) x 125mm (W)
(6.69 inch x 5.35 inch x 4.92 inch)
Weight 1.8kg (3.97Ib) w/o guide plate
Operating Temperature 0°C ~ 40°C (32°F ~ 104°F)
Operating Humidity 0% ~ 90% RH, non-condensing

ll STRAPPING
S 1.800.280.3245 & www.inkjetinc.com INK E l e

TAPING

TRUSTED PACKAGING SOLUTIONS CYKLOP



